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   Datasheet Satelco Access sensor magnet KMS-30  

 
 
 
 
   
 
 
 
 

 
 
Satelco Access sensor magnet KMS-30 
 
• Needed to control doors and windows 

• One dry contact input sensor 

• Configuration of the sensor takes place via the “dry 
contact panel” 

• Connect 2 to 4 door, window or other contacts to the 
monitoring unit or to a switched PDU 
 

 
 

 

 

 
 
 

Energy consumption  

 6 watts 

Power consumption  

 12V DC, 0,5A 

Max. Distance to the unit  

 225 m 

Special features  

 AC/DC 110V, 250m 

HS-Code  

 8531 10 300 

Satelco Article number 11180 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
All specifications are subject to change without notice or obligation to provide such changes to previous customers. The information and specifications published hereunder are current as of the date of publication 
of this document. We reserve the right to change specifications without prior notice. www.satelco.ch 
*Warranty Ex Works, normally 24 months, to be determined at time of order. Information is current at the time of publication. Specifications are subject to change without notice. / NOTE: Internal connections refer 
to connections inside the equipment, usually on a header. External connections refer to connections outside the enclosure. Once the unit is mounted, only the connections designated as "accessible from the front" 
are accessible to the customer. 
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